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Installatlon of 1985 Mudel RBO ROCKEI‘ Arm Assemblies
.on Older Boxers :

Change: Starting with the 1985 model, all Roxer engines
have medified rocker arms as a means of reducing
noise and cnsuring accurate adjustment of rocker
arm endplay.

This modificaliovi can be done on all Boxer engines
from model year 1976 to the present,

Features:

11 33 1 337 720 = 0.2 mm
719 = 0.25% mm

T — Tl8 = 0.3 mm
_‘Hh—‘h**‘**-—ﬁh_22‘ = 0.35 mm

11331 337 713 = rocker intake

11 33 1 337 715 = rocker exhaust

11 12 1 337 867 = rocker mount

11 12 1 337 BAR = washar

The new rocker are pivots reduce nechanical nolse,

Rocker arm  endplay is adiusted 1o 1n.05 4+ 0.02
mm by shim washers.

In addition, a pressed-in  plasiic  ingsert  Aas

a damping otfect on tho noise causoed by the rocker
arm striking Ll pivel mount.
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A5 shown In the drawing, silicon rubber 1nserts
provent the cooling fins from vibrating and causing

noiseo.
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You can order the necessary parts through normal
parts channels.

A complete conversion kit can he ordered {rom
our Parts bepartment under Part No. 11 33 9 057
699.

Note: Pre-1985 model heads will need support bushings,
Fart No. 11 12 1 Zbl 4Ub, 1! the new rockaer arm
assomblies are usod.,
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